OPTIMIZED SYSTEM AND METHOD FOR FINDING BEST FARES 

Field of the Invention 
The present invention relates in general to on-line transportation reservation 
processing and, in particular, to a system, apparatus and method for providing 
automatic determination of the best fares for an on-line reservation or fare inquiry. 

Background of the Invention 
ommunication networks are well known in the computer cefmnunications 
. By definition, a network is a group of computers and Ei^^cJciated devices that 
e connected by communications facilities or links. Nctwdrk communications can 
be of a permanent nature, such as via cables, or can be^^OT a temporary nature, such as 
connections made through telephone or wirelessjifiks. Networks may vary in size, 
from a local area network ("LAN") consistijag of a few computers or workstations 
and related devices; to a wide area networfc ("WAN") which interconnects computers 
and LANs that are geographically jdispersed; to a remote access service ("RAS") 
which interconnects remote coniputers via temporary communication links. An 
internetwork, in turn, is thej^ning of multiple computer networks, both similar and 
dissimilar, by means jm gateways or routers that facilitate data transfer and 
conversion from vmous networks. A well-known abbreviation for the term 
internetwork is/intemet." As currently understood, the capitalized term "Internet" 
refers to the/col lection of networks and routers that use the Internet Protocol ("IP") 
along wi>n higher level protocols such as the Transmission Control Protocol/Internet 
Protop^ ("TCP/IP") or the Uniform Datagram Packet/Internet Protocol ("UDP/LP") 
tox^qnirimnicate with one^s}Olh^, — ^ 
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The Internet has recently seen explosive growth by virtue of its ability to link 
computers located throughout the world. As the Internet has grown, so has the 
World Wide Web ("WWW" or "Web"). The Web is a vast collection of 
interconnected or "hypertext" documents in HyperText Markup Language ("HTML") 
5 that are electronically served at "Web sites" throughout the Internet. The Web has 
quickly become a popular method of disseminating information due in large part to 
its simplicity and its ability to deliver information in a variety of formats. To make 
information available over the Web, a user typically composes a set of "Web pages" 
which are posted on a Web site by an Internet Service Provider ("ISP"). A Web site 
10 resides on a server connected to the Internet that has mass storage facilities for 
storing hypertext documents, a.k.a. "Web pages," and that runs administrative 
software for handling requests for those stored hypertext documents. A hypertext 
document normally includes a number of hyperlinks, i.e., highlighted portions of text 
which link the document to another hypertext document possibly stored at a Web site 
15 elsewhere on the Internet. Each hyperlink is associated with a Uniform Resource 
Locator ("URL") that provides the exact location of the linked document on a server 
connected to the Internet and describes the document. Thus, whenever a hypertext 
document is retrieved from any Web server, the document is considered to be 
retrieved from the Web. ~ _ _ 

user is allowed to retrieve hypertext documents from the Web, i.e., augtr is 
allowed^^ "surf the Web," via a Web browser. A Web browser, such as NETSCAPE 
A)^ATOR®, MICROSOFT® Internet Explorer or phon^.e6m*s UP.link 
^crobrowser, is a software program implemented by a Web oWent, i.e., the user's 
computer, cell phone or other client device, to provide a^raphical user interface 
("GUI") to the Web. Upon request from the user ynjs the Web browser, the Web 
client accesses and retrieves the desired hyperte^Ji document from the appropriate 
Web server using the URL for the document^nd a protocol known as HyperText 
Transfer Protocol ("HTTP"). HTTP is a^gher-level protocol than TCP/IP and is 
designed specifically for the requirem^ts of the Web. It is used on top of TCP/IP to 
30 tTTm^fe¥4iJu q:>ertext documents helj ^eeTT servers and chenrsr. 

At the advent of the Web, the information stewed on the Internet was 




gen^^ly static in nature and if one wanted to change/(ne information provided on a 
site it was necessary to manually configure therWeb site by rewriting its HTML 
code. However, at the present stage of develojmient on the Web, many Web sites 
provide dynamic content that changes depen/fing on a user's interaction between the 
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Web browser on the user's client device and the Web site. These dynamichyiJertext 

locuments are well known in the art and may be produced in a myp^(aoi different 

manners, such as by using Common Gateway Interface ("CGP^^ripts processed by 

a Web server or local scripts just as JAVAScript procgss6aby a Web browser. 

e present invention relates to network-based, and Internet-based tr^ 

lervic^s, such as a travel service offering tickets for transportation, includipg^irline 

tickets, train tickets, bus tickets, ferry tickets, etc, to customers ov^jp^e Internet. 

ith such a service, a customer, using a computer connected to tla€iravel service via 

the Internet, can purchase items from a dynamically chapging inventory including 

airline tickets, train tickets, bus tickets, ferry iickeXsy^c,^ or combinations thereof. 

Typically, a travel service cooperates with a centj;alized computer reservation system 

("CRS"). A CRS is a system/service t)am communicates with travel agents 

transportation providers or services for/fne purpose of providing up-to-date fare 

(price for the trip or combination of ngfuts comprising a trip), schedule (date and time 

15 of arrival and departure of a trip efr flight), rules (which fares are valid under which 

circumstances) and availability (capacity for a particular trip or flight to provide 

accommodation at a partj^lar fare) in response to a query. This information is 

provided to the CRS by the transportation carriers, typically through third parties; 

however, a travel service can also cooperate with other databases, such as a local 

20 database reflecting specific relationships between carriers and the travel service, such 

as discounrjrontracts or incentive programs. Accordingly, an Internet-based service 

carrtiay^' access Lu many suuilcs of earner mventory and prices^ ' 
> 

The business environment of a travel service is such that there are numerous 
ways of providing the same or a similar end product to the consumer at a variety of 

25 prices. Due to carrier-driven preferences, it may be cost effective to price similar 
inventory differently. For example, in the case of airline reservations, the number of 
ways that a consumer can travel from point A to point B is great when the number of 
airline carriers, different travel paths, hub locations and other particulars are 
considered. For this reason, the price of a particular generic segment from point A to 

30 point B may vary considerably across time, airline carriers, and the like. Further, 
compounding price variations are price sensitivities, which can reflect, e.g., an 
increase in demand for tickets reserved proximate to departure time. Additionally, 
incentive and discount programs negotiated with individual carriers can further affect 
the price offered by a travel service. Also, certain classes of inventory may have 

35 associated high or low demands, or high or low volume sales. 



EXINM\17029AP.DC)C 



In addition, there are numerous consumer driven preferences which can affect 
pricing as well. Some consumers will value individual characteristics of a given item 
of inventory differently. For example, in the case of airline tickets, a consumer may 
not value when the flight (flying from one place to the next) takes place whereas 
another consumer may value a particular carrier over all others. These preferences 
can be factored into flights offered when the consumer specifies the preference. For 
these reasons and others, there are numerous factors that can affect the value of the 
e or similar end product. 

ermore, in a conventional Internet-based travel >^rvice, a consumer 
enters y^y specific information concerning desired supplier inventory, and the 
""tepret-based travel service queries a CRS for inventory that matches that specific 
ery. the CRS performs a search of its database tp^ind matches for the query and 
returns a result set to the Internet-based travel service for viewing by the consumer. 
Ho^l&v^ a tradit io na l G RSr-seareh in r esponse to a query is lin fliled- 

One limitation results from the fact that there are numerous ways of providing 
the same end product to the consumer. For example, there are an incalculable 
number of ways to travel from point A to point B when different suppliers, travel 
routes, and other particulars are considered. Thus, for economic reasons, the CRS 
typically spends a fixed amount of time searching its -database for information 
fulfilling the query. Consequently, when a CRS returns results to a travel service in 
response to a query, the CRS returns very limited and usually non-optimized results 
for that particular query, simply because not every permutation or combination of 
possible inventory elements can be searched. As a result, some inventory that 
matches the query does not appear in the result set returned by the CRS. Thus, it 
would be beneficial to provide a service capable of a more exhaustive inquiry 
without incurring substantial or prohibitive increases in CRS search time and 
computing power. The provision of such a benefit would enrich the consumer 
experience and consequently could attract additional consumers and secure repeat 
customers. 

Additionally, it is well known in the art to search for fares by only examining 
fares for routes that pass through a small set of connection points between an origin 
and a destination. Then, by explicitly enumerating all the possible combinations of 
routes between the origin, connection points and destination, it is possible to find the 
least costly (in both time and price) route(s). However, this approach is still costly 
and is also inexact and inflexible. As new routes are scheduled or removed by 
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carriers, all the predetermined connection point sets need to be recalculated. Even if 
only a limited number of connection points are provided, it may still be 
computationally prohibitive to explicitly enumerate even a limited set of route/fare 
combinations. Additionally, if only a limited number of connections are examined, 
then it may be possible to miss the optimal solution if the optimal solution passes 
through a connection point that is not among the predetermined connection points. 

There are other heuristic approaches known to those of ordinary skill in the 
art to arrive at inexact determinations of a best fare from an origin to a destination, 
however these heuristic approaches are still not exact solutions, as heuristic 
algorithms are inexact by their very nature. 

Therefore, there is a need for an approach to find best fares in a 
computationally non-prohibitive manner that is also exact and does not ignore 
pssible route/fare combinations unless it is known that they are not best fares. 

Summarv of the Invention 
e present invention solves the problem jgtf finding best fares in a non- 
Itive manner by utilizing a query server, wrfn a branching and bounding based 
ue to implicitly enumerate possibleytxavel solutions to arrive at best fare 
solut i ons. B -VL 4a5iin p ; an imp licit i 



In one exemplary method of finding best fares for a trip, the fares are found 
by determining a set of partial fare solutions for the trip, adding trip information to 
the partial fare solutions in order to define a set of complete fare solutions and as trip 
information is added to the partial fare solutions, eliminating partial fare solutions 
that are non-optimal partial solutions. Then, returning a subset (either a 
predetermined number or an exhaustive set) of said complete fare solutions as the 
best fares for the trip. 

Adding trip information in one exeniplary embodiment may comprise 
supplying a fare query to a root node in a sedation tree, assigning fare components 
corresponding to said root node to a first .^vel of nodes, assigning carriers for the 
fare components to a second level of noj^c , assigning flights to fare components with 
assigned carriers to a third level of no- .es, grouping the flights into priceable units to 
a fourth level of nodes; and assign' .g at fares to the priceable units in leaf nodes. 

dding trip information and elimin^ing partial fare solutions may be 
ed in a recursive or an iterative marnler, so long as the possible solutions are 
least implicitly examined. In fact, adding trip information and eliminating partial 
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tfare solutions may be the performed both bacj*?ward and forward from a destination 
.ar uLofig ir f to fiirth£ i-^ i i L.oin[ H i !i L !. M^m '^ti/for ht^kl fams!" 

In another exemplary embodiment of the present invention the partial fare 
solutions are eliminated based on an arbitrary threshold cost, while in another the 
partial fare solutions are eliminated based on a refined lower bound. 

In yet another embodiment of the present invention, the partial fare solutions 
and complete fare solutions are stored in a priority queue. 

Brief Description of the Drawings 

The foregoing aspects and many of the attendant advantages of this invention 
will become more readily appreciated as the same become better understood by 
reference to the following detailed description, when taken in conjunction with the 
accompanying drawings, wherein: 

FIGURE 1 (Prior Art) is an illustration of a representative portion of an 
internetwork such as the Internet; 

FIGURE 2 is a pictorial diagram of a number of devices connected to an 
internetwork which provide a client device also connected to the internetwork with 
the best fares in response to a fare query in accordance with the present invention; 

FIGURE 3 is a block diagram illustrating several of the components of a 
preprocess- server shown in FIGURE 2 used to optimize fare records in accordance 
with the present invention; 

FIGURE 4 is a block diagram illustrating several of the components of a 
query server shown in FIGURE 2 used to determine the best fares in response to a 
fare query in accordance with the present invention; 

FIGURE 5 is an overview flow diagram illustrating a preprocessing routine 
implemented by the preprocess server to optimize fare records; 

FIGURE 6 is a diagram illustrating the actions taken by a client device, Web 
server, travel server, query server, file server and computer reservation system to 
determine the best fares in response to a fare query in accordance with the present 
invention; 

FIGURE 7 is an overview flow diagram illustrating a best fare search routine 
implemented by the query server to determine best fares in accordance with the 
present invention; 

FIGURE 8 is an overview flow diagram illustrating a fare breakpoint 
determination subroutine implemented by the query server; 
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FIGURE 9 is an overview flow diagram illustrating a carrier assignment 
subroutine implemented by the query server; 

FIGURE 10 is an overview flow diagram illustrating a flight assignment 
subroutine implemented by the query server; 

FIGURE 11 is an overview flow diagram illustrating a priceable unit 
determination subroutine implemented by the query server; 

FIGURE 12 is an overview flow diagram illustrating a fare assignment 
subroutine implemented by the query server; 

FIGURES 13A-C show route and breakpoint diagrams to aid in 
understanding the flow diagrams shown in FIGURES 7-12; 

FIGURE 14 (Prior Art) shows a complete solution tree diagram to aid in 
understanding the benefits provided by the current invention; 

FIGURES 15 shows a complete solution tree diagram to aid in understanding 
the benefits provided by the current invention; 

FIGURE 16 shows an exemplary Web page for receiving a fare query from a 
customer; and 

FIGURES 17A-C show exemplary Web pages for displaying a response 
received to a fare query. 

Detailed Description of the Preferred Embodiment- 

As previously explained, the capitalized term "Intemet" refers to the 
collection of networks and routers that use the Internet Protocol ("IP") to 
conmiunicate with one another. A representative section of the Internet 100 is shown 
in FIGURE 1 (Prior Art) in which a plurality of LANs 120 and WANs 130 are 
interconnected by routers 110. The routers 110 are generally special purpose 
computers used to interface one LAN or WAN to another. Communication links 
within the LANs may be twisted pair wire, or coaxial cable, while communication 
links between networks may utilize 56 Kbps analog telephone lines, or 1 Mbps 
digital T-1 lines and/or 45 Mbps T-3 lines. Further computers and other related 
electronic devices can be remotely connected to either the LANs 120 or the 
WAN 130 via a modem and temporary telephone link. Such computers and 
electronic devices. 140 are shown in FIGURE 1 as connected to one of the LANs 120 
via dotted lines. It will be appreciated that the Internet comprises a vast number of 
such interconnected networks, computers and routers and that only a small, 
representative section of the Internet 100 is shown in FIGURE 1. 
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The Web, on the other hand, is a vast collection of interconnected, 
electronically-stored information or "content" located on servers connected 
throughout the Internet 100. Many companies are now providing services and access 
to their content over the Internet 100 using the Web. For example, a number of 
companies provide travel services via the Internet 100 that enable customers to make 
reservations on-line for transportation and lodging. In accordance with the present 
invention, an optimized system and method are provided that determine the best 
available fare in response to a fare inquiry made by a user who is considering making 
a reservation or purchasing a ticket for transportation on-line. While air carriers and 
flights are used herein as illustrative examples for purposes of discussion of the 
present invention, it would be appreciated by those of ordinary skill in the art that the 
present invention applies equally as well to other forms of transportation as well, 
such as rail, road, water or any other form of transportation amenable to reservations 
or fare inquiry. Furthermore, the present invention could be applied to pricing 
products which combine travel with related products such as hotel stays or car 
rentals; as selecting low price products from a large number of possible combinations 
is important in this market. Still, further, the present invention could be applied to 
non-passenger travel as well, inasmuch as package routing and delivery might benefit 
from best fare searching to increase efficient delivery of-packages for the least cost.- 

FIGURE 2 illustrates a functional block diagram of a system 200 for 
determining the best fare in response to a query made by a user of the client 
device 210. The system 200 generally operates in a distributed computing 
environment comprising individual computer systems interconnected over a network 
(such as the Internet 100). However, it will be appreciated by those of ordinary skill 
in the art that the system 200 could equally function as a single, stand-alone 
computer system. In the described embodiment, a preprocess server 300, a file 
server 240 and a query server 400 are interconnected with one or more client 
devices 210, Web server(s) 220, and travel server(s) 230 over an internetwork, such 
as the Internet 100, or perhaps over an intranet work. The preprocess server 300 and 
the query server 400 are further described below in relation to FIGURES 3 and 4 
respectively. The system 200 also comprises one or more connections to a CRS 250, 
which as noted above, is a system/service for providing up-to-date fare, schedule and 
availability information for transportation services. Those of ordinary skill in the art 
will appreciate that more or less devices may be used in the exemplary system 200. 
For example, file server 240 may not be necessary if the query server 400 receives 
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information from the CRS 250 directly. As yet another example, the preprocess 
server 300 may not be necessary if the query server 400 or file server 240 were 
equipped to preprocess fare information locally. 

FIGURE 3 depicts several of the key components of the preprocess 
server 300. Those of ordinary skill in the art will appreciate that the preprocess 
server 300 may include many more components than those shown in FIGURE 3. 
However, it is not necessary that all of these generally conventional components be 
shown in order to disclose an illustrative embodiment for practicing the present 
invention. As shown in FIGURE 3, the preprocess server 300 includes a network 
interface 330 for connecting to the Internet 100. Those of ordinary skill in the art 
will appreciate that the network interface 330 includes the necessary circuitry for 
such a connection, and is also constructed for use with the TCP/IP protocol or the 
next generation protocols such as the Internet Inter-ORB Protocol ("HOP"). 

The preprocess server 300 also includes a processing unit 310, a display 340, 
and a memory 350 all interconnected along with the network interface 330 via a 
bus 320. The memory 350 generally comprises a random access memory ("RAM"), 
a read-only memory ("ROM") and a permanent mass storage device, such as a disk 
drive. The memory 350 stores the program code necessary for preprocessing fare 
records in accordance with the present invention using a fare record optimization 
routine 500. In addition, memory 350 also stores optional temporary fare record 
storage referred to as a fare index 360 and an operating system 355. It will be 
appreciated that these software components may be loaded from a computer-readable 
medium into memory 350 of the preprocess server 300 using a drive mechanism (not 
shown) associated with the computer-readable medium, such as a floppy, tape or 
DVD/CD-ROM drive or via the network interface 330. 

Although an exemplary preprocess server 300 has been described that 
generally conforms to a conventional general purpose computing device, those of 
ordinary skill in the art will appreciate that a preprocess server 300 may be any of a 
great number of devices capable of communicating with the Internet 100 or with the 
uery server 400. 

1GURE4 depicts several of the key components of the query server 400. 
►e of ordinary skill in the art will appreciate that the query server 400 includes 
any more components then those shown in/FIGURE 4. However, it is not 
necessary that all of these generally conventi^al components be shown in order to 
disclose an illustrative embodiment for practicing the present invention. As shown in 
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FIGURE4, the query server 40pxis connected to the Internet 100 via a network 
interface 430. Those of opdfnary skill in the art will appreciate that the network 
interface 430 includes^He necessary circuitry for connecting the query server 400 to 
the Internet 100, and is also constructed for use with the TCP/IP protocol or the next 
generation protocols, such as the IIOP, the particular network configuration of the 
operating e^ivironment in which it is contained and a particular type of coupling 

le query server 400 also includes a processing unit 410, a display 440/mid a 
iemory450 all interconnected along with the network interface^O via a 
■20. The memory 450 generally comprises RAM, ROM, ancTxine or more 
rmanent mass storage devices, such as a hard disk drive, tape dri^, optical drive, 
oppy disk drive, or combination thereof. The mass memory 450 stores the program 
code and data necessary for receiving, processing, formattingand sending messages, 
as well as, supplying the results of that processing to sej:^rs in accordance with the 
present invention. More specifically, the memory 450^tores minimum cost matrices 
("MCM") 465 which are used to store precalcul^d minimum cost fares between 
travel points (origins and destinations) in an ea^fly accessible matrix format such that 
given an origin and a destination, it is possijale to find the minimum cost of traveling 
between them. Additionally, the memory 450 stores a fare, schedule and rule 
database ("FSR") 470, a priority queup^75 and an operating system 455. The FSR is 
a collection of optimized fare, schedule and rule records that have been preprocessed 
as described below with regard to FIGURE 5. The fare records provide detailed trip 
information such as, but not Hmited to, the origin, destination, date, time and price of 
various trips. The rules re^rds provide different rules (e.g., fare must be purchased 
14 days in advance, fare^ot available if traveling via Denver, etc..) which may be 
associated with partkfular fares to more particularly specify when the fare is valid 
and how it may J^e used. The schedule records are more general records which 

The priority queue 475, on the other hand, is specifically adapted to store 
information on possible best fares, such that the next piece of information removed 
(dequeued) from the priority queue 475 is the lowest cost item. It will be appreciated 
that the aforementioned software components may be loaded from a computer- 
readable medium into mass memory 450 of the query server 400 using a drive 
mechanism (not shown) associated with the computer-readable medium, such as 
floppy, tape or DVD/CD-ROM drive or via the network interface 430. 
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Although an exemplary query server 400 has been described that generally 
conforms to a conventional general purpose computing device, those of ordinary skill 
in the art will appreciate that a query server 400 may be any of a great number of 
devices capable of communicating via the Internet 100. 

As will be described in more detail below, the query server 400 periodically 
receives optimized fare, schedule and rule records from the preprocess server 300. 
The query server 400 then uses the optimized fare, schedule and rule records in 
determining the best fare available in response to a query made for a transportation 
reservation or ticket purchase. The preprocessing routine 500 for optimizing fare, 
schedule and rule records is shown in more detail in FIGURE 5. The preprocessing 
routine 500 logic begins in block 501 and proceeds to block 505, where raw fare, 
schedule and rule records are received from the CRS 250 or the file server 240. The 
raw fare, schedule and rule records are generally sent by the CRS 250 as Airline 
Tariff Publishing Company ("ATPCO") format for fare and rule records and 
Standard Schedules Information Manual ("SSIM") format for schedule records, both 
of which are text based. It is useful to enhance these formats by making the records 
more efficient to process. For example, in block 510, the records are examined 
individually and any unnecessary information or fields are eliminated from the 
records. As the CRS 250 provides records to many different types of servers, it may 
provide information in the records that is unnecessary for determining best fares, e.g., 
in-flight meal data, the source of fare prices, or other information that is not 
necessary for determining fares. Once a record has been stripped of unnecessary 
information, an intermediate record is stored in the fare index 360 in the processing 
server 300 as shown in block 515. Then in block 520, routine 500 examines the 
stripped, intermediate record for references to links to any other intermediate records 
stored in the fare index 360. For example, in one exemplary embodiment, a fare 
record received from the CRS 250 has a description of one or more rule records that 
may apply to the fare. It is much faster and more efficient during later processing if 
each fare record does not have to search for the described rule records containing 
rules that may apply to the fare record. By creating an explicit link (either a pointer, 
a reference or some other direct mapping to the location of the linked record) to the 
linked record, there is no need to search for the linked record during later processing. 
Therefore block 520 seeks out and identifies these associations (links) and indicates 
where they have been found by updating the fare index 360. Blocks 510, 515 and 
520 are repeated until each record received from the CRS 250 is processed and it has 
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been determined in decision block 525 that the last record has been reached. 
Accordingly, each raw fare record received from the CRS 250 is examined, stripped 
and stored with its links as an intermediate record in the fare index 360. 

- After a ll of the raw fare records received from the CRS 250 have 
processed/as described above, optimization continues in block 530 wher^ the 
.intennraiate records are retrieved from the fare index 360. Then, eadr of the 
intefmediate records are individually processed by first linking any rej?^ds which 
ive been identified as having links to at least one other record in blcx^k 535. These 
newly linked records are then stored as intermediate records, form^urther optimized 
fare records with explicit links to associated records. Next in block 540 a number of 
values are precalculated for the current intermediate rec0rd. For example, fare 
records add a list of all rule records to which they could^ink. This eliminates some 
runtime link processing associated with records to yivhich the fare could never be 
linked, also, dollar cost per direction of travel is OTecalculated (i.e. half the fare level 
in the case of round trip fares) in order to make one way and round trip fares more 
directly comparable. It may also be useful to precalculate city codes that correspond 
to the airport codes (Three Letter Acron^s or "TLAs") in Block 540. Then block 
545 recedes any values in the records/to more easily process the record in the future. 
For example, dates are recoded to/oe represented as a number of days from a fixed 
base rather than as year, month >^d day format (YYDDMM). This allows for easier 
comparisons of dates as integers rather than strings which must first be converted 
before calculations may be performed on them. The record is then stored, in block 
550 as an optimized fgtfe record in the FSR 470 for later retrieval as either a fare 
record, a rule recorder a schedule record. This process repeats with blocks 535, 540, 
545 and 550 un^l decision block 555 determines that the last intermediate record 
from the fare /index 360 has been processed. Then in block 560 the optimized fare 
records sto/ed in the FSR 470 are examined for the lowest cost fares between any 
ongm ai^d destination points. These lowest cost fares are then stored in the 
MCM^65 for use by the query server 400 later in determining best fares. Processing 
then ondff at hlork 5 QQ . 

The preprocessing routine 500 periodically runs as new fare, rule and 
schedule records become available. In general, fare, rule and schedule records may 
be retrieved from the CRS 250 by the file server 240 for easy access by the 
preprocess server 300. Either at predetermined intervals, or after receiving some 
indication from the file server 240 or the CRS 250 that new records are available, the 



EXINM\I7029AP.DOC 



-13- 



preprocess server will retrieve the records from the file server 240 or CRS 250 and 
run the preprocessing routine 500. 

Once the FSR 470 contains optimized records and the MCM 465 have been 
built, it is possible to use the best fare routine 700 implemented by the query 
server 400 (illustrated in FIGURES 6-12) to find the best fares. The problem of 
finding best fares is that there are no easy comparisons for this type of problem. In 
order to guarantee a given best fare, one must compare the fare to all other possible 
fare solutions. Doing this explicitly would require a total enumeration of all possible 
alternative solutions, which is computationally prohibitive. Therefore, the present 
invention compares a possible fare solution to all other possible solutions implicitly, 
resulting in only a partial enumeration of all possible alternatives, thereby avoiding 
the NP time problem. 

In prior on-line flight reservation systems, an explicit enumeration of possible 
solutions is used to determine the best available fares, as shown in FIGURE 14. All 
possible solutions are organized in a solution tree 1400 having a root node 1405 
representing a user's fare query. At this point, however, no other nodes have been 
added to the solution tree 1400. Subsequent nodes are then created and added to the 
solution tree 1400 that represent "partial solutions" in which some trip information 
(such as the trip information types used in the present invention: breakpoints, 
carriers, flights and fares, or any other information that would describe a flight) has 
been added, while the remaining trip information has yet to be assigned. Once all the 
trip information needed to determine a fare has been assigned, the solution is 
considered complete. At each "level" of the tree, one more type of trip information is 
added to a new unique partial solution to create intermediate nodes until sufficient 
information has been added to form complete solutions (leaf nodes). For example, at 
level 1, a breakpoint (any stopping point along a trip which is used for fare 
purposes) 1410 is assigned which also defines fare components as the travel 
segments between two breakpoints. At level 2, carriers 1415 are assigned to the fare 
components between the break points. Then, at level 3 flights 1400 are assigned to 
fare components with assigned carriers. Level 4 in tum has the assignment of those 
flights into priceable units 1425. Priceable units may include a group of one or more 
fare components with a single price assigned to the group by a carrier. Finally at 
level 5 the fares (including taxes and some changes) are assigned to the priceable 
units. Only the last (level 5) nodes, so-called "leaves" of the tree, represent 
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"complete*' solutions 1430, which means that all trip information has been added to 
the solution. 

In the small solution tree 1400 shown in FIGURE 14, with only 32 possible 
leaf nodes, it is not computationally prohibitive to explicitly enumerate all solutions. 
However, in a real life example with more than 600 (10,000 if including 
international) airports, more than 40 carriers, each of which may have more than a 
single flight between any two airports, and more than one combination of flights into 
priceable units, not to mention innumerable rules, surcharges, and other factors that 
need to be considered, the number of partial solutions quickly becomes 
pmputationally prohibitive to calculate if an explicit enumeration technique is used. 

iiJ/Bnderstanding how the present invention is able to find the best fare(^) 
usingydnly an implicit enumeration of possible solutions in an exemplary comext, 
as the air transportation context, rather than an explicit enumeration, it^ helpful 
understand the trip information used to describe and partition vtne possible 
solutions. FIGURE 13A represents a single trip from an origin at Dmni A 1310 to a 
destination at point B 1330. The breakpoints (e.g., any pcAm along the route, 
including the origin and destination) for this flight are at pmrffs A 1310, C 1320 and 
B 1330. Point D 1315 is of some interest as it may ajso be an airport, but is not 
considered a breakpoint for purposes of determining/xarriers, flights or fares. It is 
merely a stopover point. The trip in FIGURE 13A is composed of two fares, a first 
flight between origin point A and breakpoint Cwith flight number "MA #100" 1335 
that has a stopover at point D 1315; y^d a second nonstop flight between 
breakpoint C and destination point By<<ath a flight number "HA #200" 1340. For 
purposes of the present invention, tKe "cost" of this a trip is composed of the actual 
time to get from point A 1310 tcvpoint B 1330 combined with the sum of the fares for 
the flights in between. The/<x)mbination may be weighted to provide price or total 
travel time as more impOTtant. It will be appreciated by those of ordinary skill in the 
art that any number of/weighting or ranking schemes may be used to determine a cost 
using price and travel time (possibly including or excluding lay-over time). It is 
possible that ojner information may be used in addition or in place of price and 
■tf ftvel time ^nrrinrrf^li^^^^^^y " ' ^y j^^^^i" ' ■ ■ iM>^ i<i n4.*.'.H fnrpvnmpif> . 

jn determining fares for a trip/it is customary to determine to what type 
3le unit the fares will be appli^. Most priceable units fall into one of three 
of categories: one-way, round^ trip or open jaw. FIGURE 13C provides a 
^ifnple example for illustrating the>aistinctions. A trip from 13J through 13K to 13L 
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and back to back to 13J could be grouped into many possible priceable utui 
combinations. For example, in its simplest form, it is a round trip from l3JAo 13L 
^ith a stopover at 13K on the outbound leg of the round trip. It could aJ^c^oe a group 
f three one-way flights, where each fare component 1380, 1385,arfa 1390 is a one- 
way priceable unit. Another grouping is the so called "op^etljaw" flight where the 
origin of the outbound leg and any subsequent \cg(sYj&fa trip are not necessarily the 
same (but could be). In one such example, fare^e^mponents 1380 and 1385 could be 
part of an open jaw priceable unit, and fare component 1390 would be a one-way 
priceable unit. One way flights^(2^ comprise one or more fare components. 
Generally, round trip flights aira open jaw flight are less expensive than one-way 
flights, so it is very benpffcial to combine flights into these types of priceable units 
when trying to niijmmze the cost of a trip. Even from the simple example illustrated 
in FIGlJRE^3t5, it is possible to see that with many breakpoints and only three types 
of pripe^le units, the possible permutations that would be added to a solution 
trb!ij^400 could quickly make an explicit enumeration of i^olutions irnpFacticabte. 

The present invention does not explicitly enumerate every node in a solution 
tree, such as in solution tree 1400. Rather, at any node, it determines if any child 
node could possibly contain an optimal solution. One manner in which this is done is 
by using a threshold value. If the cost of the partial solution is already determined to - 
be above the threshold value, then that node with the partial solution, and all its child 
nodes, are deferred from consideration in the solution tree 1500. If the threshold 
were to change, the node might be revisited at a later point, but initially it is not 
considered. This process may be used in conjunction with a branch-and-bound 
technique of the present invention. 

accordance with the present inventijaffi, a branch-and-bound technique is 
used t6 search for best fares by solving for a^equence of partial solutions which are 
'e^ed from a query. For example, a firstHevel of new partial solutions is created as 
odes of a solution tree 1500 such th;0(i the partial solutions are only restrained by 
which breakpoints a trip must pass/fhrough, this results in a simpler problem which 
can be solved more easily witlr^ss computation. Branching splits a program into 
two sub-problems and bounding computes the lower bound (current best case) for 
each sub-problem. If the^^ower bound for the sub-problem is no better than the 
threshold cost, then the^ntire sub-problem (possible solution) is deferred until the 
threshold cost increa^s (if ever). A branch-and-bound process is discussed here as a 
tree, where every node in the tree represents a sub-problem (partial solution). 
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Initially, the tree is initiated with a single root node whichj::epfesents a relaxed 
problem where all variables in the non-root nodes of thejFe^are relaxed and replaced 
by the relaxed variable(s) in the root node. At eacn stage of the branch-and-bound 
search, one active node is selected and tjie^associated relaxed problem is solved. 
Depending on the solution, one of th^^f<5nowing three actions is taken: 

• Defering: If the relaxedpfoblem has a solution that is worse than the current 
best feasible objectiAre value, then defer processing the node. 

• Refining: Update the lower bound if the solution is such that for each node 
the cost wemld be below the previous lower bound. 

• Branj^mng: Branch on some node if the relaxed solution is not complete and if 
j ^^^c&tmi gt| od value - i& - better than ■ tbe s fimxeoL b est f easibJc-jiolution ,^ 
The reason the partial solutions below the deferred node can be ignored until 

the threshold cost changes is that a number of feasible solutions have already been 
determined and placed in the MCM 465 during optimization of the fare, schedule and 
rule records by the preprocessing server 300. If the feasible solution in the 
MCM 465 is valid and is less costly (based on whatever cost criteria is used, e.g., 
price, time, etc.) than the partial solution in the node, then there is no point in 
considering the node or its children as the MCM 465 has a better solution than any 
that would come from that node. Thus, this is not a heuristic approach that 
approximates an optimal solution. Rather it is an exact optimizing procedure that 
finds optimal solutions. In other words, in the above description, the goal is to find a 
set of solutions that have the minimum cost. In accordance with the present 
invention, feasible solutions are first found by creating MCM 465 during a 
preprocessing stage as described earlier. With the information in the MCM 465 any 
nodes on the tree which cannot result in a solution better than the best previous 
solution are safely deferred. 

Accordingly, what is needed next is a way of computing a "lower bound" on 
the value of the cost when a partial solution at an intermediate node is completed. 
This finding of a lower bound is a repetitive (possibly iterative or recursive) process 
where the lower bound is continuously refined as possible solutions are compared 
and accepted or rejected as potentially providing a best fare. If one previously 
cheapest solution is eliminated (e.g., is an invalid fare, no flight available that day, or 
that carrier will not combine one fare component with another because there is not 
enough time for a connection) then the next cheapest fare would become the lower 
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bound. In this manner the possible solutions which would provide only higher cost 
solutions can be systematically ignored unless (until) the lower bound changes again. 

As discussed earlier, partial solutions are another name for the intermediate 
nodes 1510, 1515, 1520 and 1525 (in levels 1-4) in a solution tree 1500. As 
compared to an initial partial solution (root node) 1505, in which no additional trip 
information has been added, the complete solutions (leaf nodes) 1530 which are 
found in level 5 of solution tree 1500, have all the necessary trip information 
including fare information. 

naiing one exemplary operation of best fare processing (described in najjeh 
j^reate/detail below with reference to FIGURES 6-12) partial solutions (solution tree 
6s) are partitioned (as can be seen in the branched nodes in FI0tJRE 15) 
;cording to an arbitrary threshold cost. In one exemplary embodiment^e threshold 
cost starts at $100 and one hour, but any other amount could bc/rfsed so long as it 
bares some relation to expected travel costs, possibly a^ letermined by the 
MCM 465. Each partial solution is evaluated using the M0M 465 to determine if it 
could feasibly provide a complete solution below the threshold cost. If it could, then 
further information is added (e.g., the current node ^p^partitioned and nodes at a new 
level are added) and those new partial solutions are evaluated in turn. If not, then the 
- partial solution is not processed (e.g., it i^^eferred such as- in node 1590), and 
processing continues until enough connate solutions are found or the processing 
times out. If enough complete solutkms have not been found, time is left, and some 
partial solutions have not been evaluated, the threshold cost is increased and the 
unevaluated nodes are revisij^ with the higher threshold. In one exemplary 
embodiment the threshold jdost increases by $50 and half an hour, but any other 
amount could be used so long as it bares some relation to expected travel costs, 
possible as determin^ by the MCM 465. This continues until enough complete 
solutions (e.g., enjemgh leaf nodes, which could be any predesignated number, the 
exemplary Wej?^ages of FIGURES 17A-C provide two sets of three flights, giving a 
total of nme possible complete solutions) have been found, the solutions are 
exhausted; or the process times out. At which point, any complete solutions (up to an 
arbitp^y number) are presented to the user (usually with the most optimal solutions 

pv<gf^.ntf>H firQt) 

To better illustrate the operation of finding the best fare, FIGURE 6 illustrates 
one exemplary embodiment of actions performed by a system for finding best fares. 
While air transportation is used below to describe an illustrative application of the 
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present invention, those of ordinary skill in the art will appreciate that the present 
invention applies equally as well to other forms of transportation. The system of 
FIGURE 6 includes a client device 210, Web server 220, travel server 230, the query 
server 400, and CRS 250. The interactions of and the routines performed by the 
various devices are illustrated and described in greater detail later with reference to 
FIGURES 7-13. Returning to FIGURE 6, best fare processing by the query 
server 400 is initiated when a client device 210 requests fares 605 for a particular trip 
via a Web page 1600 (such as the Web page 1600 illustrated in FIGURE 16). The 
fare query passes through the Web server 220 and travel server 330 to reach the 
query server 400. Once the query server 400 receives the fare query, the query 
server 400 essentially builds a solution tree 1500 (as shown in FIGURE 15) for the 
query. More specifically, fare breakpoints for possible solutions are determined and 
assigned 610 to partial solutions. Then, the query server 400 assigns possible 
carriers 615 to the fare components defined by the breakpoints (a fare component is 
the segment between two breakpoints). Next, flights are assigned 620 to fare 
components that have assigned carriers. Meanwhile, the query server 400 also 
checks for flight availability 625 from the CRS 250. The CRS 250 responds with 
flight availability data 630, after which the query server checks for duplicate flights. 
This prevents listing the same flight, but at a higher price. The query server 400. then 
takes the fare components with flights and groups 635 these into priceable units. 
These priceable units are then assigned fares 640 along with any rules, taxes and/or 
surcharges. Any duplicate solutions (same flight, but the same or a higher price) are 
then eliminated 645. The remaining solutions are then reviewed to select the best 
solutions 650 and the fares are forwarded to the client device 210 via the travel 
server 230 and the Web server 220. Exemplary fare presentation Web pages 1710, 
1720 and 1730 are illustrated in FIGURES 17A-C. The details of the processing on 
the query server 400 are described in more detail below with regard to FIGURE 7. 

It will be appreciated by those of ordinary skill in the art that the components 
of FIGURE 6 may be altered without substantially affecting the operation of the 
present invention. For example, the query server 400 and the travel server 230 
and/or the Web server 220 may coexist on the same computing device without 
detracting from the operation of the current invention. 

As illustrated in FIGURES 2, 4 and 6^ the present invention comprises a 
ery server 400 that is used to determine/the best fares requested by a client 
device 210. A flow chart illustrating the fewest fare routine 700 implemented by the 
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query server 400 to determine the best available fare(s) in accordance with one actjial 
embodiment of the present invention is shown in FIGURE 7. The besjr Fare 
routine 700 begins in block 701 and proceeds to block 705, where a fare/query is 
received. The query could come from a myriad of sources, such as thini^arty travel 
servers or carriers, but for exemplary purposes, one embodimen;t^f the present 
invention has the query forwarded from a customer using a cliem device 210. The 
information in the query is used next in subroutine block 800 (described in more 
detail below with regard to FIGURE 8) to add fare breal^ints to partial solutions 
and add those partial solutions below a threshold cost to ar solution tree 1500 stored in 
the priority queue 475. The logic continues to subrcnitine block 900 (described in 
more detail below in reference to FIGURE 9) whej?e the fare components defined by 
the breakpoints found in block 800 are assigned carriers, if they form partial 
solutions below a threshold cost. These carriCT assignments are added to the partial 
solutions in the priority queue 475. Once tHe carriers have been assigned, processing 
continues to subroutine block 1000 (desonbed below in detail for FIGURE 10) where 
flights are assigned to fare components having carriers and that would form partial 
solutions below a threshold cost/ These flight assignments update the partial 
solutions of the solution tree loOO stored in the priority queue 475. Next, in 
subroutine block 1100 (described in more detail with regard to FIGURE 11) the fare 
components with flight assignments are grouped to form priceable units if the 
resulting partial solution is below a threshold cost. These priceable units are then 
used to update the p^ial solutions in the priority queue 475. Accordingly in 
subroutine block 120(/ (described below with regard to FIGURE 12) it is then 
possible to assign fares to the priceable units where the resulting partial solution 
would be below the threshold value. The partial solutions in the priority queue 475 
would also be updated with these assignments. The processing would continue to 
block 710 where any partial solutions with the same trip information (except for fare 
informationVwould be eliminated. Providing fare data on the same flights, but with 
the same or higher fare is not necessary. Then, in decision block 715 a determination 
is made ^whether an ending scenario has been reached (e.g., a predetermined set of 
complete solutions, all possibilities exhausted or the process has timed out beyond 
someypredetermined time limit). If no ending scenario was determined to have been 
reached in decision block 715, then processing continues to block 725 where the 
threshold cost is increased by an arbitrarily selected predetermined amount and 
processing returns to subroutine block 800. If an ending scenario was reached in 
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decision block 715, then processing continues t9..bi6ck 720 where the lowest cost 
solutions (each containing a complete trip-^'descripti on with one or more priceable 
units and associated fares) are de^netied from the priority queue and a response to the 
'fare query is generated bvj?efneving (and totaling) the total price of fares from each 
lowest cost solution,,^aiong with the trip description for the lowest cost solutions. The 
final price anjj^p description are then formatted (such as in Web pages 1710, 1720 
and nS^yof FIGUR17A-C) and sent to the requesting device. Routine 700 ends at 

mentioned above, a >^umber of subroutines are described in 
IGURES 8-12. Each subrcmtifie partitions and adds further information to the 
solution tree 1500 of possiJ;>le solutions. Before examining the subroutines in detail, 
is helpful to consijier the two solution trees 1400 and 1500 illustrated in 
l O U R ES 14 and 1 J^ f et ^ip e cttvely. 

fe^IGURE 14, as each additional piece of tnp.iiTf5rmation is added to the 
ljt«l05r tree 1400, at each level, the numbgiv^'^i partial solutions exponentially 
ct^es. Each additional layer in tlxis^'pnor art example partitions the previous 
partial solutions into two morepaffial solutions. However, as will be shown in the 
ollowing subroutines, a^^jfocess of "defering" nodes from consideration when 
building -the tree ^cj:e^s- a. much more manageable solution tree 1500. Only the 
solutions that ^^f^elow a certain cost are considered and those with a cost that is too 
high are ni^fconsidered (i.e. "deferred") for further processing until the threshold cost 
inc r cog^ &T^ 

shown in FIGURE 15, processing begins with a root nodej:505 
ting the fare query. No details have been added to any other nodes in the 
ion tree 1500 at this point. At level 1, partial soh^ti^s with fare 
eakpoints 1510 are added (see FIGURES) to the solution^tfee 1500, in example 
solution tree 1500 both breakpoints allow for partial spWtions below the threshold 
cost. At level 2, carriers 1515 are assigned (see FIGURE 9), but only three of the 
four partial solutions meet the threshold^^cfost. Next, at level 3 flights are 
assigned 1520 to fare components witli^s^gned carriers (see FIGURE 10), and only 
three of the six partial solutions,.^rfieet the threshold cost. In turn, level 4 fare 
components are assigned to nri€eable units 1525 (see FIGURE 11), and only five of 
the six partial solution^-^eet the threshold cost. Finally at level 5, the fares 
(including taxes an^ some changes) are assigned to the priceable units (see 
■FTHTrPF i">) aq^ j^nly seven of the ten partials solutions meet the threshold cost. 
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Only the level 5 nodes, represent the set of,je<5mpIete solutions 1530, so instead of 
thirty-two possible solutions as in FIpCfRE 14, there are only ten. It is a much 
simpler task then to select the lo)y^t cost complete solutions (leaf nodes) from the 
solution tree 1500. In one eipKodiment of the present invention the selection is aided 
by storing the complete scrfutions in a priority queue 475 which allows the removal of 
•t he lowoot cost coluti<5nfi fir^t . 

Now that a general overview of the building of the deferred solution tree 1500 
via FIGURES 8-12 and subroutines 800-1200 has been provided, 
ubroutines 800-1200 and FIGURES 8-12 will each be described in more detail. 

ing with FIGURE 8, subroutine 800 begins at block 801 and proceeds tp' 
05, where a new breakpoint (any airport present in the data may be addpd^s a 
:point) is retrieved from the MCM 465 and is sought to be addedxto a new 
ique partial solution in level 1 of a solution tree 1500, such that,.^ new partial 
solution will not exceed a threshold cost (in one exemplary embodiment, the same 
threshold is used in the calling routine), the breakpoint does^rrot duplicate one already 
in another partial solution and some carrier puJMishes fares and provides 
transportation from the previous breakpoint. F^^purposes of discussion of the 
present invention, exemplary solution tree 1^0 will be used, however, one of 
ordinary skill in the art will appreciateytnat a solution tree used by an actual 
embodiment of the present invention raay be of considerable more complexity and 
may possibly include more levels apd/or nodes than the solution tree 1500 illustrated 
in FIGURE 15. Any previous n^ial solutions to which a breakpoint is to be added 
are retrieved from the priomy queue 475. The cost of potential new unique partial 
solution is determined using the costs in the preprocessed MCM 465 to determine 
what a minimum fea^le cost will be. More specifically, the cost of a partial 
solution is calculated using all known trip information and then by using the 
MCM 465 to complete any unknown trip information with minimum cost feasible 
trip information. In block 805 this means that only the user query and any previously 
determined/oreakpoints are known trip information, so the MCM 465 would supply 
minimurar cost feasible carrier, flight, priceable unit and fare information to a new 
unique/possible solution. As each new piece of trip information is added to the 
partigfl solutions, the cost of the partial solution will be refined, and will possibly 
in^ease, thereby removing it from consideration if the increased cost exceeds the 
tMreshold. i 
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If a breakpoint was not found in decision block 810, processing continues to 
block 899, where any partial solutions in which a breakpoint has been added, are 
returned to the calling routine. Otherwise, if a breakpoint was found, then a new 
unique partial solution is created by adding a breakpoint to any existing breakpoints 
in a previous solution, possibly even adding the destination as a final breakpoint in 
block 815, and adding the new unique breakpoint to the priority queue 475. 
Processing then returns to block 805 to search for any more partial solutions in which 
breakpoint may be added. 

routine 800 is used to populate level 1 of the solution tree 1500. Repeated 
'Subroutine 800 will (if available) provide the possible soluti9ns^tKe. level 1 
^s) that will then be used to build the next levels (i.e.^Jgyel'^nodes and so on)of 
ife solution tree 1500. Level 1 is not built all^t-ont^eby subroutine 800, rather, by 
iterations or recursions subroutine SOOJ^-fepeatedly called and incrementally adds 
possible solutions that are bpler^v the current threshold cost. However, once 
subroutine 800 has finish^^Tit is then possible that a partial solution has been added 
that will proyidga best fare, so routine 700 would then call the next subroutine 900 

for hi i i^rtfnfT IpvpI 2 pf t^^ 



In FIGURE 9, the building of the solution tree 1500 continues at the ne?i 
y adding- carrier information retrieved from the MCM465.^ Subroutm^OO 
ins at block 901 and proceeds to block 905, which tries to find a canler which 
blishes fares and provides transportation over the fare componentMoe added to a 




35 



fare component to form a partial solution that will not exceed ajthfeshold cost (in one 
exemplary embodiment, the same threshold is used in the^efuling routine) also using 
the MCM 465. The partial solutions with breakpoint^efssignments are retrieved from 
the priority queue 475. The cost of a potenti^ new unique partial solution is 
determined using the costs in the preproe^ssed MCM 465 to determine what a 
minimum feasible cost will be. Moresjiecifically, the cost of a new partial solution 
is calculated using all known trin/^formation and then by using the MCM 465 to 
complete any unknown trip infrfimation with minimum cost feasible trip information. 
In block 905 this mean^^^at only the user query, breakpoint(s) and previously 
assigned carrier(s) are known trip information, so the MCM 465 would supply 
minimum cost feasible flight, priceable unit and fare information to a new unique 
possible sojHuon. As each new piece of trip information is added to the partial 
solutiorjs; the cost of the partial solution will be refined, and will possibly increase, 
tttg^^ y removing it from considerati o n if t he increased cost exceeds the thrcchold. If — ' 
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such a carrier was not found in block 905, processingjcerffinues to block 999, where 
any partial solutions to which a carrier hasjbe^n added are returned to the calling 
f Iroutine (in this case, the best fare rautine 700). Otherwise, if a carrier was found, 
^^VT^lgn^ a new unique partialj&crution is created by adding the carrier to a fare 
^Slv component retrievedfofm a previous solution in block 915 and adding the partial 
^ solution to the,,sc5lution tree 1500 stored in the priority queue 475. Processing then 
returns UxKlock 905 to search for any more partial solutions in which a carrier may 
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Similar to subroutine 800, subroutine 900 is used to populate level 2 of the 
10 solution tree 1500. Repeated calls to subroutine 900 will (if available) provide the 
carriers to possible solutions provide (i.e. level 2 nodes) that will then be used to 
build the next levels (i.e., level 3 nodes and so on) of the solution tree 1500. 
Subroutine 900 is repeated called and incrementally adds solutions that are below the 
current threshold cost. However, once subroutine 900 has finished, it is then possible 
15 that a partial solution has been added that will provide a best fare, so routine 700 
would then call the next subroutine 1000 for building level 3 of the solution 
tree 1500. 

FIGURE 10 continues with the building of the solution tree 1500 by adding 
flights to assigned carriers. Subroutine 1000 begins at block lOOl and-proceeds to 

20 block 1005, which tries to find a flight from the FSR 470 to be added to a fare 
component with an assigned carrier to form a partial solution that will not exceed a 
threshold cost (in one exemplary embodiment, the same threshold is used in the 
calling routine). Block 1005 uses both the MCM 465 and the schedule records of the 
FSR 470 to determine which flights are least costly and available for assignment. 

25 The partial solutions with carrier assignments are retrieved from the priority 
queue 475. The cost of a potential new unique partial solution is determined using 
the costs in the preprocessed MCM 465 to determine what a minimum feasible cost 
will be. More specifically, the cost of a new partial solution is calculated using all 
known trip information and then by using the MCM 465 to complete any unknown 

30 trip information with minimum cost feasible trip information. In block 1005 this 
means that only the user query, breakpoint(s), carrier(s) and previously assigned 
flight(s) are known trip information, so the MCM 465 would supply minimum cost 
feasible priceable unit and fare information to a new unique possible solution. As 
each new piece of trip information is added to the partial solutions, the cost of the 

35 partial solution will be refined, and will possibly increase, thereby removing it from 
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consideration if the increased cost exceeds the threshold. If a flight was not found in 
block 1005, processing continues to block 1099, where any partial solutions where a 
flight has been added are returned to the calling routine. Otherwise, if a flight was 
found, then a new unique partial solution is created by adding a flight (retrieved from 
5 the CRS 250) to a fare component with an assigned carrier in block 1015 and adding 
it to the solution tree 1500 stored in the priority queue 475. Processing then returns 
to block 1005 to search for any more partial solutions in which a flight may be added. 

Similar to subroutines 800 and 900, subroutine 1000 is used to populate level 
3 of the solution tree 1500. Repeated calls to subroutine 1000 will (if available) 

10 provide the flights the possible solutions (i.e. level 3 nodes) that will then be used to 
build the next levels (i.e., level 4 nodes and so on) of the solution tree 1500. 
Subroutine 1000 is repeated called and incrementally adds solutions that are below 
the current threshold cost. However, once subroutine 1000 has finished, it is then 
possible that a partial solution has been added that will provide a best fare, so 

15 routine 700 would then call the next subroutine 1100 for building level 4 of the 
solution tree 1 500. 

FIGMRE 1 1 continues to build the solution tree 1500 by grouping fa 
pmpon9ms into priceable units. Subroutine 1 100 begins at block 1 101 and prpe^ds 
1 105, which tries to find a partial solution that will not exceed,.a::mreshold - 
(in one exemplary embodiment, the same threshold is used in thp^lling routine) 
here flight(s) have been assigned, but priceable units (retriev^d:Trom the FSR 470) 
have yet to be determined. Block 1105 uses the FSR^O to deterarune which 
priceable units are available for determination. The^artial solutions with flight 
assignments are retrieved from the priority queue^75. The cost of a potential new 
unique partial solution is determined using tJ>^osts in the preprocessed MCM 465 to 
determine what a minimum feasible cop<v/\\\ be. More specifically, the cost of a new 
partial solution is calculated usine^^ known trip information and then by using the 
MCM 465 to complete any ujrfaiown trip information with minimum cost feasible 
trip information. In bk)c!Kll05 this means that the user query, breakpoint(s), 
30 carrier(s) and flight(s)^re known trip information, so the MCM 465 would supply 
minimum cost fe^^le fare information, while the FSR 470 would supply the actual 
priceable unk/information to a new unique possible solution. As each new piece of 
trip inforatation is added to the partial solutions, the cost of the partial solution will 
be refwied, and will possibly increase, thereby removing it from consideration if the 

35 inoir^nor H rnnt nxrftfarlr thp thrpyhnlH Jf a p?irti?^l solution be low t ^^ thj Pif^hnlH onnt 
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where priceable units have yet to be defined was not found in block 1105, processipg^ 
continues to block 1199, where any partial solutions, in which a priceablejomtSts) has 
been determined, are returned to the calling routine. Otherwise,.if"a"partial solution 

^meeting the criteria was found, then new unique jwtiah'solution(s) are created by 

grouping (as described above with reference^i(>-RGLJRE 13C) fare component(s) into 
priceable unit(s) in all possible cpmbmations where the partial solutions are still 
below the threshold costJEh^se new partial solutions are then added to and adding it 
to the prioritygjuecrg^75. Processing then returns to block 1105 to search for any 
^^•^a(^ pgffiar^2ll^^ ifHwtrT^n pri^^nhk units hnV^^ y^'l hr drtrrminciL 
10 ft^w "SffiFiilar to subroutines 800, 900 and 1000, subroutine 1 100 is used to popirf^ 
^^y^l^i^^i 4/if the solution tree 1500. Repeated calls to subroutine 1 100 will^.^if"available) 
=^ / K /Y^'1^^X^^ P^^^^t)le units to the possible solutions (i.e. level 4-rjode55^hat will then be 
t^d to build the next level (i.e., level 5 nodes) oftiie-stSTution tree 1500. Subroutine 
1100 is repeated called and incrementally..addspossible solutions that are below the 
current threshold cost. HoweyerT^ce subroutine 1100 has finished, it is then 
possible that a parti^Psdlution has been added that will provide a best fare, so 
routine TOO^j^votUd then call the next subroutine 1200 for building level 5 of the 
troQ 1500 ^ 

HCLURE 12 adds the final trip information to any eligible partiaLsolutiops^ 
solution tree 1500 by assigning fares to the partial solutions, therej>y^eating 
omnJete solutions (leaf nodes in solution tree 1500) . Subroutinp-d^OO begins at 
ck 1201 and proceeds to block 1205, which tries to find a^^^e to be added to a 
ial solution with defined priceable unit(s) and that ^iHiorm a complete solution 
that will not exceed a threshold cost (in one e;t^mplary embodiment, the same 
threshold is used in the calling routine). Blo9leT205 uses both the MCM 465 and the 
FSR 470 to determine which fares are Ip^ costly and available for assignment. The 
partial solutions with priceable uffit assignments are retrieved from the priority 
queue 475. More specifical^yfthe cost of a new partial solution is calculated using 
all known trip information and then by using the MCM 465 and FSR 470 to complete 
30 any unknown trip^nformation with feasible or actual fares for priceable units 
respectively^/In block 1105 this means that the user query, breakpoint(s), carrier(s), 
flight(sy^d priceable unit(s) are known trip information, so the FSR 470 would 
supply minimum actual fare information to a new unique possible solution, but if all 
e fares had yet to be assigned for a trip, then MCM 465 would supply feasible fares 
35 ^"^ as well. As each ne w piece of trip inform rtti nn i<; addr-H tn thn. pnrt i ni i^nlnHnnr thn 
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cost of the partial solution will be refined, and will possibly increase. 



.removing it from consideration if the increased cost exceeds the 
'Adecision block determines if a fare was found. If 




Next, 

/decision block determines if a fare was found. Ifjjo-f^Swas found in decision 
block 1210, processing continues tobloGlH:299, where any complete solutions, to 
which a fare has been addgfU-arg^retumed to the calling routine. It is at this point that 
the best fare rautiiTg^O will have to determine if it has reached an ending condition 

ise, if a fare was found in decision block 1210, then a new pam 
sjDlutiojHs created by adding a fare (retrieved from the FRS 470) for which ^J^^ire has 
een assigned in block 1215 and adding it to the priority queue-^/S. Next in 
lock 1220 the fare rules, retrieved from the FSR 470 are appk63 to determine if any 
pricing changes need to be applied or if the fare is ijiv^flid. Processing continues to 
decision block 1225 where a determination is-^ade whether the fare assigned in 
block 1215 to the new partial solution i^-^n invalid fare. If in decision block 1225 it 
is determined that the new partijrf^olution contains an invalid fare, then the new 
partial solution is discarded^nd removed from the priority queue 475. Processing 
then returns to block'-1^5 to search for any more partial solutions in which a fare 
may be added^^^ in decision block 1225 it is determined that it is not conclusively 
an invalid-larc then processing returns to block 1 205 to search for any more partial 



20 ""sgigtroTTS^TTrwfaich a fare may-b&^adaear 

imilarly to subroutines 800, 900, 1000 and 1100, subroutine 1200 is used to 
opul^ level 5 of the solution tree 1500. However, unlike subroutines 800, 
000 and 1100, repeated calls to subroutine 1200 will (if availaW5).-pf6vide the 
Complete solutions that will be used to build the final levelpf-th^^lution tree 1500. 
Subroutine 1200 is repeated called and increment^ly^ds complete solutions that 
are below the current threshold cost. OjiGe^subroutine 1200 has finished, it is then 
possible to determine in routingJTOCTif an ending condition has been met. Ideally in 
routine 700 it will be^et^fmined that sufficient complete solutions have been found, 
in which casejio^tnore calls to subroutines 800, 900, 1000, 1100 or 1200 are needed 
30 and thejbe^fares have been found (or in rare circumstances, no fares were found, or 

an seen from the above discussion of the subroutines in FIGURE 7-12, 




each ajluition of trip information is handled in a similar manner. Each subroutine 
creprtes new partial solutions (complete solutions in the case of subroutine 1200), 
/hich are added to the solution tree 1500 in the priority queue 475 as they are 
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created. By placing these solutions in the priority queue 475, when they arej^fer 
examined for consideration as a possible lowest cost solutions containing,-^ly the 
most likely candidates for the best fares are examined first bec^u^e the priority 
queue 475 is designed to provide the possible solutions in ajxr^st cost first manner 
as they are dequeued. Further, assuming that thejbe^fare routine 700 was not 
interrupted, no partial solutions should everbe^moved from the priority queue. 
Specifically, if all possible combinatipn^of trip information were tried, then all 
nodes should be complete solutjjorfsT One the other hand if a sufficient number of 
complete solutions werefotfnd in decision block 715, then by removing that number 
of complete solujiem from the priority queue there should still be no partials 
solutions rejHt5ved, as the complete solutions are necessarily lower cost (having 
beateiptfie threshold, while the partial solutions did not), and there are a sufficient 
R^mb er of complotG aolutions . 

It is important to note that the best fare routine 700 is one possible best fare 

outine/of if present invention, in another exemplary embodiment of the prejetif 
'nvemion, possible solutions in a solution tree are examined both "forwafa' and 
backward". FIGURE 13B illustrates a number of "breakpoints fonv^KT 13A-E and 
"breakpoints backward" 13V-Z on either side of an imaginary 'irliddle" 1355 of the 
trip. In this embodiment, the solution - tree 1500 is- built^^>5^xamining flights both 
from the origin (forward), but also from the destinajkm (backward) and once likely 
partial solutions are determined for both the^fOTward portion and the backward 
portion, then are combined as partial soljitfons 1360 and 1370. This forward and 
backward partitioning could be applipd^t each level of the best fare routine, such that 
FIGURES 7-12 would include^^e^minations forward and examinations back when 
partitioning and adding paptim solutions. One benefit of this "forward and backward" 
processing is a yet fiafmer decomposition of the problem of finding solutions into 
smaller problerpsfsuch that it is better suited to recursive and/or parallel processing. 
In particujaf; in one actual embodiment of the present invention, this decomposition 
has allwved a best fare routine to be run on personal computers rather than on much 
qfiuie exp ensive n iainfidiiic computcrs r 

While the preferred embodiment of the invention has been illustrated and 
described, it will be appreciated that various changes can be made therein without 
departing from the spirit and scope of the invention. 
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